
* Variations may 

occur on the 

aforementioned 

weight and number of 

cartridges to comply 

with the “25kg per 

box” standard. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   Technical specifications Units Exsablock 

   Density g/𝑐𝑚3 0.91 +/- 5% 

   Detonation velocity*  m/s 2,800 +/- 200 

   Detonation pressure** kbar 23 

   Energy** Kj/kg 1720 

   RWS** % 45 

   RBS** % 54 

   Volume of gases** l/kg 771 

   Water resistance  Null 

   Fume Category Category 1st. 

 

 

 

 

 

 

  Net Weight   20 kg 

  Gross Weight   21.3 kg 

  Box dimensions   Ext. 35 x 45 x 28 cm 

  Material   Corrugated cardboard box. 
  Product Inches Unit/Box Mass g/Unit 

  EXSABLOCK      7/8       7 276 91 

  EXSABLOCK      1 1/8       8 160 156 

▪ Reduced damage in the final rock wall surface. 

▪ Reduced debilitation and craquelure in the shortcrete produced by vibrations. 

▪ Increased rock self-support periods. 

▪ Reduced need for roof scaling operations. 

▪ Reduced potential of rock fall / detachment. 

▪ Cost and time saving. 

▪ Sensitive to No. 8 Detonator and low grammage cords. 

▪ Long shelf life. 

 

Low-energy dynamite specially developed for controlled blasting, since it 

prevents residual rock overbreak and mineral dilution. It can also be 

employed in the dimensional blasting of the rock.  

Due to its low density and relatively slow detonation velocity, paired with an 

endothermic (Heat-absorbing) chemical reaction, this product offers 

sufficient breaking power to generate the fractures and contour blasting on 

the rock, without damaging the superficial area of underground works. 

It ensures the stability of nearby and adjacent rock, minimizing the expansion 

of pre-existing discontinuities in the rock mass, reducing the risk of ceiling 

detachment and ensuring the safety and integrity of personnel, 

infrastructure and equipment. 

Properties / Benefits 

Technical characteristics 

Kraft paper cartridges in plastic bags, packed in corrugated cardboard boxes. 

 

Presentation and packaging 

Storage and warranty 

Kept in its original packaging 

and stored under normal 

temperature and moisture 

conditions, in accordance with 

applicable laws and 

provisions, this product has an 

18-month warranty since its 

date of manufacture. 

 

Transporte 

CLASS: 1 

DIVISION: 1.1 D 

N° ONU: 0081 

 

EXSABLOCK 

 

* Unconfined in a 30mm (diameter) tin tube. 

** Calculated with TERMODET simulation software at ideal conditions of 1 atm.. 

 

 

 

For further details about different product presentations, please contact an EXSA representative. 

 

These explosives have been inspected and found to be in good condition prior to packaging and/or delivery thereof. These explosives must be stored in a cool, dry, 

and well-ventilated place, and be handled and transported in accordance with applicable laws. Accordingly, as from being delivered to the purchasers, the 

manufacturer shall not be liable for safety of these explosives or for obtaining a whether express or implied. As from the delivery of these explosives, the purchasers 

thereof shall be liable for any and all risks and liability, regardless of the nature for any accidents, losses, property or personal damages (including death), whether 

direct, indirect, special and/or consequential or of any other nature arising from the use of these explosives. 

 

Disclaimer of liability 


