
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Technical specifications units Ammonium nitrate 

Purity 
 

98.5 % mín. 

Apparent density g/cm3 0.74 ± 0.04 

Oil absorption (F.O. # 2)  11 % mín. 

Granulometry Sobre 2 mm 15 % mín.  

 Bajo 1 mm 2 % máx. 

 By adding 6% of diesel B5 it becomes ANFO, preferably the mixture of 
ammonium nitrate and diesel B5 must be done by a special module or factory 
truck specially designed for this purpose 

 It must not be in contact with water in its nitrate form or in its transformation 
to ANFO since it produces the decomposition of the prill 

 For safety considerations in handling and storage, consult the Exsa safety sheet 

  The porous ammonium nitrate plus 6% diesel B5, can be mixed with matrix 
emulsion to make heavy ANFO. 

Thanks to its low density, allows the drill to be filled with less product minimizing 

loading costs, achieving good rock fragmentation due to its high detonation speed. 

Because of its porosity that allows an optimal absorption of oil, it is used mainly in 

the manufacture of ANFO and its use is recommended in large diameters in both 

mining and civil works. 

Properties / Benefits 

Technical characteristics 

Available in big bags of 1,250 kg. 

For other presentation formats ask EXSA. 

Presentation and packaging  

Almacenamiento y garantía 

 

Conservado en su embalaje original y 

almacenado en condiciones de 

temperatura y humedad normales, 

conforme a las normativas vigentes, el 

producto está garantizado por 6 

meses, después de su fecha de 

fabricación. 

 

These explosives have been inspected and found in good condition before being packed and / or delivered. They must be stored in a cool, dry and well ventilated place, as 

well as handled and transported in accordance with the legal provisions in force. Therefore, from its delivery to buyers, the manufacturer will not be responsible for their 

safety or for obtaining the results that are sought, whether they are express or implicit. The entire risk and liability, whatever its nature, for accidents, losses, damage to 

property or persons (including death), whether these are direct, indirect, special and / or consequential or any other type derived from the use of these explosives, is the 

buyers since the delivery. 
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